®
Product Datasheet Nubu Kitchen accessories

LINEA Drive 2

Product number: 5011096
Configuration: black matt, high pressure

Configuration options

5011064 | chrome, high pressure

5011065 | stainless steel coloured, high pressure
5011088 | stainless steel coloured, low pressure
5011096 | black matt, high pressure

V' Sink faucet

V' high pressure

v/ with swivelling/pull-out

Single lever faucet. With swivelling/pull-out outlet, side lever and

ceramic cartridge.
— scald protection (maximum temperature to be set at the car-

— / tridge)
/, -

— swivel range 360°

[ — drill @ 35 mm

— corresponds to the German and European drinking water regu-
lation/directive
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more infos...

Naber GmbH Tel. +49 5921 704-0
Enschedestr. 24 Fax +49 5921 704-140

DE-48529 Nordhorn naber@naber.com naber.com


https://naber.com/en/search?search=5011096

Product Datasheet

Technical data
Article type
Brand
Number of handles
Total installation height
Height
Outreach
Outlet
Operating mode
Drilling diameter
Handle position

Cartridge with ceramic sealing discs

Naber GmbH
Enschedestr. 24
DE-48529 Nordhorn

Tel. +49 5921 704-0
Fax +49 5921 704-140
naber@naber.com

Sink faucet

LINEA

1

298 mm

298 mm

203 mm

with swivelling/pull-out
Lever

35 mm

side lever

Yes

®
Kitchen accessories

Swivel range outlet

Type of fitting

Operating pressure

Width

Surface/coating

Swivel range handle

Number of tap holes

Temperature limiter/scald protection
Minimum distance wall to centre tap hole
Temperature adjustable

Max. Flow rate at 3 bar

naber.com

360°

Single lever faucet
high pressure

57 mm

matt

0°

1

Yes

0 mm

Yes

7,3 I/min
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